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REFURBISHMENT 
and PROTECTION 
LINE

FRP SYSTEMS FOR THE 
STRENGTHENING AND 
REINFORCEMENT OF 
STRUCTURES

ARMONET 350
FIBREGLASS ALKALI-RESISTANT MESH FOR 
MASONRY WALLS AND FLOOR SLABS WITH ANTI-
OVERTURNING AND ANTI-COLLAPSE SYSTEMS

The product has the following characteristics:

 ✓ High alkali resistance: ARMONET 350 is a special fibreglass mesh 
specially designed for use in combination with FLUECO cement mortars. 
The particular grout therefore gives it a high resistance to very alkaline 
environments.

 ✓ It greatly increases ductility of the reinforced elements: In 
combination with FLUECO structural cement mortars, ARMONET 350 helps 
to dissipate large amounts of energy by increasing the ductility of the 
element preventing fragile collapse.

 ✓ High tensile strength and shear strength: The quality of the AR glass 
fibre bestows the ARMONET 350 with exceptional mechanical qualities.

 ✓ Easy to cut and adapt to the substrate: ARMONET 350 is light and easy 
to handle, cut and model on both even and uneven substrates. 

 ✓ Weatherproof: ARMONET 350 withstands environmental stresses and is 
not subject to oxidation.

ARMONET 350 is an AR fibreglass mesh to be used in combination with FLUECO or ARMOTECH MONO mortars for the reinforcement of non-
structural masonry elements in order to improve their seismic behaviour: anti-overturning systems for strengthening masonry buffer walls 
and to prevent collapsing of floor slabs.

ADVANTAGES

 ✓ Anti-overturning and anti-collapse systems used in combination with the 
mortars of the FLUECO or ARMOTECH MONO line.

 ✓ Applications on even old walls in brick, tuff, stone and "opus incertum".

 ✓ Increase in the ductility of the infill material and partitions for structural 
reinforcement and seismic retrofitting. 

AREAS OF APPLICATION

2D UNEVEN
STRUCTURES

UNEVEN
STRUCTURES

EASY
APPLICATION

EASY
APPLICATION
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INSTRUCTIONS FOR USE

CLEANING THE SUBSTRATE
 ‣ Remove any crumbling plaster or deteriorated coatings;

 ‣ The damaged layer must be removed by mechanical means to expose the solid and compact masonry underneath; 

 ‣ Remove stains, efflorescences or impregnation of grease oil, paints, lime, dust, dirt, etc.;

PREPARATION OF THE SUBSTRATE
 ‣ Fill in any cracks, fissures and gaps with suitable and compatible material or an ARMOLIME product.

 ‣ Wet the masonry with water until it is saturated. This should be done 24 hours before the intervention to prevent the substrate 
from absorbing the mixing water, as this can cause cracking phenomena and decrease the adhesive capacity of the mortar. Remove 
excess water.

APPLICATION
 ‣ Apply ARMONET 350 by drowning the mesh between two coats of Flueco 40 T, Flueco 80 T or ARMOTECH MONO mortar. The first layer 

of mortar should be approx. 3-4 mm thick. 

 ‣ The mesh must be surmounted at the ends by at least 5 cm.

APPEARANCE AND COLOUR grey mesh

CHARACTERISTICS resistant to alkalis without emollients

WEIGHT OF MESH PER UNIT AREA 345 g/m2

MESH SIZE (CENTRE DISTANCE) 16.4 x 11.5 mm

THICKNESS OF FABRIC
fabric: 0.60 mm

mesh prepared after anti-alkali treatment: 2.0 mm

WEIGHT OF RAW FABRIC 276 g/m2

MINIMUM TENSILE STRENGTH (*) - DIN EN ISO 13934-1 3300 - 4800 N/50 mm

MODULUS OF ELASTICITY 73 GPa

RESISTANT AREA PER UNIT WIDTH 33.25 mm2/m

MAXIMUM LOAD 76 KN/m

ELONGATION (*) - DIN EN ISO 13934-1 mean value 4.0 - 4.4 %

PACKAGING 1x50 m rolls

STORAGE 24 months

CHARACTERISTICS OF THE PRODUCT

(*) Minimum tensile strength (N/50 mm) and maximum elongation (%) according to DIN EN ISO 13934-1 under standard conditions.

Tolerances: 
Height: ±1% 
Length: ±2 
LOI: ±3%
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Legal notes - SLCMP version of 01.03.2017

Draco Italiana s.p.a., for the values and technical data in this Data Sheet, adopts the parameters shown on the Data Sheet with the relative standards of reference. The Customer is 
required to verify that this sheet and the values shown are valid for the batch of product of interest and are not exceeded as they are replaced by subsequent editions. In case of doubt, 
please check the technical data sheet with the one in force at the time of completion of the sales contract on the website www.draco-edilizia.it, and/or contact the Technical Office. 
Any advice relating to the use of the Products, provided by our personnel in verbal or written form at the Customer’s request, does not constitute an ancillary obligation of the purchase 
contract, and cannot in any way represent a contractual service. It is based on our experience and limited to the current state of practical and /or scientific knowledge; it is therefore 
not binding on the customer or the applicator. In particular, the Customer is required to test our products to check their suitability in relation to the type of application and intended 
use, and remains solely responsible for the choices made.

Tensile strength (N/50mm) Elongation (%)

Test method Nominal value Individual value Mean value

STANDARD CONDITIONS 3300 / 4800 3100 / 4600 4.0 / 4.4

SOLUTION 5% NaOH 2000 / 2600 3.5 / 3.5

RAPID TEST 2800 / 3000 2650 / 2850 3.5 / 3.5

3 ION SOLUTIONS (ETAG 004)
1800 / 2800 
50% / 50%

 
TENSILE STRENGTH AND ELONGATION EN ISO 13934-1

ARMONET 350 is supplied in rolls of 1x50 ml on 500 m² pallets.

In the original packaging and properly stored indoors in a dry place, the product maintains its 
characteristics for 24 months. 

PACKAGING AND STORAGE


